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WERN SERIES

DUCTED WATER FAN COIL UNITS
200-2,000 CFM (340-3,400 m3/h)
3 Rows, 4 Rows, 3+1 Rows Avaliable

Product Features (Standard) Product Features (Optional)

Wired Remote Controller.
Hydrophilic Blue Fins.
Copper Fins.

Return Air Plenum with Filter.
Powder Coating.

Stainless Steel Drain Pan

2 or 3 Way Motorized Valves.
Electric Heater.

+ Cooling & Heating.

 Builtin Insulated Die-Formed Drain Pan.
+ Compact Design.

+ Multi Fan with 3 Speeds.

+~ ABS Blower Wheels & Housing.

+ Factory Installed Terminal Box.

+ Easy Connect Threaded Brass Connections.
+~ Thermal Overload Protection.

+ Motors with Ball Bearing.

+ Whisper Quiet Design.

+ 2 Pipe or 4 Pipe Avaliable.
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200-2,000 CFM (340-3,400 m3/h)
3 Rows, 4 Rows, 3+1 Rows Avaliable

MODEL NO. l WERN |002C23|003C23|004C23|005C23|006C23|008C23|010C23|012C23|014C23|016C23(018C23| 020C23

-RNTNO034 | -RNTN051 | -RNTN068 | -RNTN085 | -RNTN102 | -RNTN136 | -RNTN170 | -RNTN204 | -RNTN238 | -RNTN272 | -RNTN306 | -RNTN340

Air Flow Volume @ (30pa) |CFM (m?/hr) 200(340) | 300(510) | 400 (680) 500 (850) | 600 (1020) | 800 (1360) | 1000 (1700) | 1200 (2040) | 1400 (2380) | 1600 (2720) | 1800 (3060) | 2000 (3400)
Total Capacity Btuh (kw) 7,480 (2.19) | 11,510 (3.37)| 14,615 (4.28)| 17,212 (5.04) | 22,060 (6.46) | 27,900 (8.17) | 36,680 (10.74)[ 41,530 (12.16)[ 42,350 (12.40)[ 46,105 (13.50)| 54,640 (16.00)| 58,060 (17.00)
Water Flow Rate GPM (L/S) 1.74 (0.11) | 267 (0.17) | 340(0.22) | 4.01(025 | 5.15(0.33) | 5.86(0.37) | 8.78(0.55) | 9.03(0.57) | 9.03(0.57) | 10.14 (0.64) | 11.72(0.74) | 12.52(0.79)
Water Pressure drop ft-wir (kPa) 3.34(10.00) | 5.01(15.00) | 8.36 (25.00) | 10.03 (30.00) | 13.38 (40.00) | 6.59 (20.00) | 12.71 (38.00) | 15.05 (45.00) | 15.05 (45.00) | 9.33 (27.90) | 12.54 (37.50) | 13.78 (41.20)
=| Coil Type Aluminum fin - Copper tube
(@ ] Coll face Area Sqft 107 | 135 [ 161 | 179 [ 244 [ 305 | 328 | 328 | 410 [ 410 [ 491 [ 491
O Coil face Velocity f/m (mV/s) 187.0 (0.95) | 220.4 (1.12) | 248.0(1.26) | 279.5(1.42) | 279.5(1.42) | 261.8(1.33) | 305.1 (1.55) | 366.1(1.86) | 342.5(1.74) | 389.8 (1.98) | 366.1(1.86) | 407.5(2.07)
Voltage 208 - 230 /1/60 Hz
Electrical FLA 020 | o027 [ 03 [ o040 [ o049 [ o071 [ o079 [ 09 [ 173 [ 216 [ 243 [ 291
n Input (W) 44 | 59 [ 2 | 87 | 108 | 156 | 174 | 212 | 30 | 4715 | 535 | 640
; Type PSC - Permanent Split Capacitor Motor
o Speed 3-Speed
m Fan Motor Type Centrifugal
Fan Qty 1 [ 2 [ 2 [ 2 | 2 [ 2 | 4 [ 4 [ 3 | 3 | 3 [ 3
Noise L. Hi (db) o |0 o | 44 [ 46 | a7 | 49 | 52 | s | 5 | e | 63
(32 M Air Filter Field Supplied
Water Connections In & Out inches (mm) 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05 | 34 (19.05 | 1(25.40 1(25.40) 1(25.40) 1(25.40)
Drain Connections Threaded inches (mm) 3/4 (19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05 | 1(25.40) 1(25.40) 1(25.40) 1(25.40)
Height 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 958(245) | 958(245) | 95/8(245) | 13314 (348) | 133/4 (348) | 133/4 (348) | 13 3/4 (348)
Dimensions inches (mm) |Width 33(838) | 381/8(968) | 424/5(1088) | 42(1068) | 521/4(1328) | 67 5/8 (1718) | 74 (1878) | 74(1878) |653/4 (1671) | 65 3/4 (1671) | 75 5/8 (1921) | 75 5/8 (1921)
Depth 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20(510) | 207/8(595) | 207/8 (595) | 2078 (595) | 2078 (595)
Net Weight Lbs (kgs) 33.0 (15) 35.3 (16) 39.7 (18) 39.7 (18) 463 (21) 66.1(30) 72.8 (33) 749(34) | 1058@8) | 105848) | 1146(52) | 114.6(52)

-RNTNO34 | -RNTNOS51 | -RNTN068 | -RNTN085 | -RNTN102

R { 002C24|003C24 oo4c24|ooscz4 ooscz4|ooscz4 010C24012C24|014C24|016C24018C24| 020C24

-RNTN136 | -RNTN170 | -RNTN204 | -RNTN238 | -RNTN272 | -RNTN306 | -RNTN340

Air Flow Volume @ (30pa) |CFM (m#hr) 188 (320) | 288 (490) 382 (650) 482 (820) 571(970) | 759(1290) | 947 (1610) | 1144 (1940) | 1400 (2380) | 2720 (1600) | 1800 (3060) | 2000 (3400)
Total Capacity Btuh (kw) 7,205 (2.11) | 13,045 (3.82)| 16,565 (4.85)| 19,500 (5.71) | 25,000 (7.32) | 31,625 (9.26) | 38,933 (11.40) 43,030 (12.60)| 48,770 (14.28)| 54,640 (16.00)| 63,385 (18.70)| 67,620 (19.80)
Water Flow Rate GPM (L/S) 1.74 (0.11) | 3.01(0.19) | 3.80(0.24) | 4.91(0.31) | 554(0.35) | 6.81(043) | 8.08(0.51) | 9.19(0.58) | 12.36 (0.78) | 14.01(0.89) | 16.16 (1.02) | 17.91(1.13)
Water Pressure drop ft-wir (kPa) 5.02(15.00) | 2.60(7.80) | 3.25(9.70) | 7.79(23.30) | 11.87 (35.50) | 5.48 (16.40) | 7.99 (23.90) | 10.53 (31.50) | 9.76 (29.20) | 7.25 (21.70) | 8.76 (26.20) | 10.87 (32.50)
=| Coil Type Aluminum fin - Copper tube
(@) Coi face Area Sqft 107 | 135 | 162 | 179 | 245 [ 307 | 329 | 320 | 410 | 410 | 491 [ a9
O Coil face Velocity f/m (m/s) 175.2(0.89) | 212.6(1.08) | 236.0(1.20) | 265.7 (1.35) | 265.7 (1.35) | 246.1 (1.25) | 287.4 (1.46) | 346.5(1.76) | 342.5(1.74) | 389.8 (1.98) | 366.1(1.86) | 407.5(2.07)
Voltage 208 - 230 /1/60 Hz
Electrical FLA 020 | o027 | o036 | o040 | 049 [ o071 | o079 | 09 | 173 | 216 [ 243 [ 291
n Input (W) 44 | 59 [ 80 [ 87 | 108 | 156 | 174 | 212 | 30 | 415 | 535 [ 640
; Type PSC - Permanent Split Capacitor Motor
O Speed 3-Speed
n: Fan Motor Type Centrifugal
Fan Qty 1 | > | > T 2 | T T s | e S| O S O | I | T | 3
Noise L. Hi (db) 40 | 42 | 44 | 47 | 49 | 50 | 51 | 52 | 56 | 58 | 60 | 61
b~ gl Air Filter Field Supplied
Water Connections In & Out inches (mm) 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05 | 3/4(19.05) | 1(25.40) 1 (25.40) 1(25.40) 1(25.40)
Drain Connections Threaded inches (mm) 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05) | 3/4(19.05 | 3/4(19.05) | 3/4(19.05 | 3/4(19.05) | 1(25.40) 1 (25.40) 1 (25.40) 1(25.40)
Height 95/8 (245) | 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 95/8(245) | 133/4(348) | 133/4(348) | 133/4 (348) | 13 3/4 (348)
Dimensions inches (mm) |Width 34 5/8 (881) | 39 1/5 (1011) | 44 1/2(1131) | 52 1/4 (1211) | 54 (1371) | 70(1761) |755/8 (1921) | 75 5/8 (1921) | 65 3/4 (1671) | 65 3/4 (1671) | 75 5/8 (1921) | 75 5/8 (1921)
Depth 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) 20 (510) | 207/8(595) | 207/8 (595) | 207/8 (595) | 20 7/8 (595)
Net Weight Lbs (kgs) 31.8(144) | 37.9(17.2) | 423(19.2) | 45.19(205) | 51.1(232) | 754(34.2) | 827(375) | 827(37.5) | 114.6(52.0) | 114.6(52.0) | 130.1(59) | 130.1(59)
Notes:
1. Nominal cooling capacities are based in 3 Rows Coils, air entering 2. Sound Power level will be according to ISO 5151, Sound Pressure
conditions DB :27°C (80°F) WB : 19 ° C {66.2°F) entering chilled calculated at 1m of distance.
water conditions : 7 ° C {44.6° F) leaving chilled water conditions: 3. For details of model number nomenclature, please refer to

12°C (53.6°F) at High Speed Fan , 220/1/60Hz, Dry coil conditions

publication OMGNM-0215.
at 30 Pa external Static Pressure.
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