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WASC SERIES
WINDOW TYPE Air Conditioner
Cooling Nominal: 5,000-24,000 Btuh (1.5-7.0 kW)

12 EER - R22 Refrigerant

Product Features

+ Upto 12 EER in cooling mode.
+ Slide Out Chassis.
~ Digital & Rotary Controls.
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+ Auto Restart. f‘j
+ Timer. % ’/

" 4-Way Air Flow.

+ Cleanable Cartridge Air Filter.
~ Fresh Air Supply Ventilation.
+ LED Display.

~ Automatic Operation.

+ Comfortable Sleep Mode.

~ Golden fins (Optional).
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AIR CONDITIONING

A Product of
OMEGA

Environmental
Technologies LLC.

ISO 14001 1sO S00I

Note: Design, specifications and performance data is subject to change without notice. www.omegaenvironmentaltechnologies.com

www.otecac.com
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TYPE Air Conditioner
Cooling Nominal: 5,000-24,000 Btuh (1.5-7.0 kW)

12 EER - R22 QRe’frigerant

Controls -RDB015 | 2T-RDC020 2T-RDC026 -R 5 -RDC053 | 2T-RDC070

Rotary
Controls |2T-RRB015 | 2T-RRC020 | 2T-RRC023 | 2T-RRC026 | 2T-RRE029 | 2T-RRC035 | 2T-RRD035 | 2T-RRC053 | 2T-RRD070

Cooling Capacity Btuh (kW) |Nominal 5,000 (1.5) 7,000 (2.0) 8,000 (2.3) 9,000 (2.6) | 10,000 (2.9) | 12,000 (3.5) | 12,000 (3.5) | 18,000 (5.3) | 24,000 (7.0)
Efficiency - EER Btuh/w (wiw) 9.0 (2.6) 10.0(29) | 10029 | 10029 | 12035 | 10029 | 11.0@2 | 10029 [ 10029
Refrigerant Type R22
Refrigerant Control Capillary tube
Type Centrifugal
Eaii Speed 3 3 3 3 8 3 3 &) 3
Air Flow CFM (m?/hr) - Hi 135(230) | 206(350) | 276(470) | 282480) | 276 (470) | 295(500) | 442 (750) | 660 (950) | 660 (850)
Noise Level Indoor (dbA)-Hi/Lo 59/54 48/44 49/45 49/45 49/45 52/48 52/48 54/50 56/52
Coil Type: Grooved Copper Tubes - Aluminum Fins
Air Filter Cleanable Cartridge Type
. Voltage 208-230/1/60
Electrical -
Operating Current (Amps) 2.60 3.18 3.05 410 3.82 5.68 5.05 8.18 10.59
Compressor |Cooling Power input (W) 560 700 670 900 840 1250 1110 1800 2330
o i Height 12 1/5 (303) | 13 3/4 (350) | 14 3/4 (375) | 14 3/4 (375) | 14 3/4 (375) | 14 3/14 (375) | 16 7/8 (428) | 16 7/8 (428) | 16 7/8 (428)
m'c':::z:x) Width 16 (408) | 22 3/4 (580) | 26 1/4 (668) | 24 1/3 (618) | 26 1/4 (668) | 24 1/3 (618) | 27 1/2 (700) | 30 1/3 (770) | 30 1/3 (770)
Depth 15 1/8 (385) | 17 3/4 (450) | 22 (560) 22 (560) 22 (560) 22 (560) 36 (660) 36 (660) 36 (660)
Net Weight  |Lbs (kgs) 40.8 (18) 68.3 (31) 86.0 (39) 92.6 (42) 992 (45) | 108.0(49) | 1146(52) | 130.0(59) | 150.0 (68)
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:;*‘2 2 g 1. Nominal capacities are based on ANHI-AHAM RAC-1 {2008) 210/240-89,
% z air entering the indoor coil operating at high fan speed for 220v-240V
_ : setting.
% : Coolingg: 80/67 °F (27/19° C) DB/WB indoor & 95° F (35°C) outdoor
\‘%ﬁ\\ é ambient temperature.
\%\ 2’ 2. For details of model number nomenclature, please refer to publication
‘\\ 7 OMGNM-0215.
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ENVIRONMENTAL AIR CONDITIONING
TECHNOLOG'ES LLC, Showroom & Technology Center

17702 Mitchell North, #101 11380 Interchange Circle North
Irvine,CA USA Miramar, FL 33025 . USA
RANHEAEPI Y Tel: 305 731 2140, 888 840 7550
Tel: 714795 2830 Fax: 954 212 8280

Fax: 714 966 1649 info@otecus.com
info@oetusa.com www.otecus.com
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