
MODEL NO. VECW 008Q                            
0A-RWV022

010Q                            
0A-RWV028

012Q                            
0A-RWV036

015Q                            
0A-RWV045

017Q                            
0A-RWV050

Cooling Capacity Btuh (kw)   7,500 (2.2)   9,600 (2.8)   12,300 (3.6)   15,370 (4.5) 17,075 (5.0) 

Heating Capacity Btuh (kw)   8,600 (2.5)   10,950 (3.2)   13,700 (4.0) 17,100 (5.0) 19,125 (5.6) 

Voltage-Phase

Frequency 

FLA      0.09 0.09 0.11 0.11 0.11

Input (W) 20 20 20 25 25

Type

Speed

Air Flow CFM (m³/hr) (Hi) 355 (600) 355 (600) 355 (600) 490 (830) 490 (830)

Noise Level Hi (db)      36 36 36 40 40

Type

Liquid 1/4 (6.35) 1/4 (6.35) 1/4 (6.35) 1/4 (6.35) 1/4 (6.35)

Suction 3/8 (9.52) 3/8 (9.52) 1/2 (12.7) 1/2 (12.7) 1/2 (12.7)

1 (25.4) 1 (25.4) 1 (25.4) 1 (25.4) 1 (25.4)

Height 7 (178) 7 (178) 7 (178) 7 (178) 7 (178)

Width 38 7/8 (987) 38 7/8 (987) 38 7/8 (987) 38 7/8 (987) 38 7/8 (987)

Depth 15 1/8 (385) 15 1/8 (385) 15 1/8 (385) 15 1/8 (385) 15 1/8 (385)

44.1 (20) 44.1 (20) 44.1 (20) 46.3 (21) 46.3 (21)

Height 2 1/4 (55) 2 1/4 (55) 2 1/4 (55) 2 1/4 (55) 2 1/4 (55)

Width 47 1/4 (1200) 47 1/4 (1200) 47 1/4 (1200) 47 1/4 (1200) 47 1/4 (1200)

Depth 18 1/8 (460) 18 1/8 (460) 18 1/8 (460) 18 1/8 (460) 18 1/8 (460)

8.9 (4) 8.9 (4) 8.9 (4) 8.9 (4) 8.9 (4)

VECW Series     
ONE WAY CASSETTE VRF 60Hz

Cooling Capacity: 7,500 - 17,075 Btuh (2.2 - 5.0 kW)

3D Inverter Heat Pump - R410A Refrigerant 

ONE WAY CASSETTE VRF Indoor  Unit

Cross-flow Fan

Refrigerant Control Electronic Expansion Valve @ Indoor Unit

Fan

Electrical

220/240-1

N/A -3D

Air Filter

Grooved Copper Tubes - Aluminum Blue Slit FinCoil Type

Panel Dimensions     

inches (mm)

Panel Net Weight Lbs (kgs)

Cleanable Cartridge Type

Body Dimensions       

inches (mm)

Body Net Weight Lbs (kgs)

Drain Connections inches (mm)

Refrigerant Connections 

inches (mm)

Flare

3-Speed


